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Staff present. On File

Public present:

1. Special inspections check list changes - Section 1709 requires each contractor knows seismic systems.
Requirements to be in the pre-construction conference checklist on Meckpermit.com. New checklist daily log
dropped from list, report available on request on that day.

2. SECTION 1709
CONTRACTOR RESPONSIBILITY

1709.1 Contractor responsibility. Each contractor responsi-

- ble for the construction of a main wind- or seismic-force-resist-

&l ing system, designated seismic system or a wind- or
seismic-resisting component listed in the statement of special

W meckpermit, cont inspections shall submit a written statement of responsibility to

[ Eash conteastar respoasibe foe consaraeinof o i wind o sessic o the building afficial and the owner prior to the commencement
st systei, desiguated stianic S0 of Wisd-of sl i of work on the svstem or component. The contractor’s state-
companent listed in the staiement of special mepechions skall submit 2 wntien . T s . P X -
siatemes to the building cfficial (upload to Meck-5i b the ASVTISI) and the ment of responsibility shall contain acknowledgement of
e peiot 0 the comgsenceinent of wosk. Suseaseat shall contain awareness of the special requirements contained in the state-
sckniwledgsment of pwarenes of the specsal requirements comzned = the - . . -

Searement of Special Inspectsoes s ragaired by Secsion 1709, ment of .'-||’:|-E'('l'(l'-|r mspection.

Apartment building community retaining walls - One common address for all retaining walls at a complex.
Office working on doing it to one permit.

3. Alternate Material / Method - Lon MCSWAIN will issue a document for the allowance and needs to be on
site. It is also scanned into the documents. There will also be a stamp with Lon MCSWAIN name.
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4. EJ'S - for fire rated assemble there will be aEJ form filled out. All other methods must be looked at first.
Needs to be inspected by the engineer or SI that it is installed per their requirements and letter to be put on file.
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5. Tactile Exit Signage Requirements - No direction exit sign needs to be tactile section 1011.3.

1011.3 Tactile exit signs. A tactile sign stating EXIT and complyingwith ICC A117.1 shall be provided
adjacent to eachdoor to an area of refuge, an exterior area for assisted rescue, anexit stairway, an exit ramp, an
exit passagewayand the exit discharge.

AREA OF REFUGE. An area where persons unable to usestairways can remain temporarily to await
instructions or assistanceduring emergency evacuation.

EXIT PASSAGEWAY. An exit component that is separated from other interior spaces of a building or
structure by fire-resistance-rated construction and opening protectives, and provides for a protected path of
egress travel in a horizontal direction to the exit discharge or the public way.

EXIT DISCHARGE. That portion of a means of egress systembetween the termination of an exit and a public
way.
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ANSI A117.1 section 703.2.1 item #3, not required to be tactile.

703.2 Visual Characters.
703.2.1 General. Visual characters shall comply with the following:

1. Visual characters that also serve as raised characters shall comply with Section 703.3, or

2. Visual characters on VMS signage shall comply with Section 703.7, or
3. Visual characters not covered in items 1 and 2 shall comply with Section 703.2.

EXCEPTION: The visual and raised requirements of item 1 shall be permitted to be provided by two
separate signs that provide corresponding information provided one sign complies with Section 703.2

and the second sign complies with Section 703.3.

6. "S" label door listed gasket - read the label for the use of the door.

3

s
you'e L
product

ISSUE NO: oS8
A-1018

c us

STEELCRAF
CINCINNATI

P/N 31459

2 Select the smoke seal for the door you're working on. For projects with a

consolidated hardware schedule, individual door openings may be labelled on the

smoke seal packaging furnished by the hardware supplier.

product’s installation.
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